Data Network Wiring Sequences

Category 3

10baseT
EIA/TIA 568A,ISDN
USOC 4-wire (8pin jack)
RJ45, USOC 8-wire

1- Wht/Grn - T3
1- Wht/Grn – T3
1- NC
1- Brn/Wht – R4

2- Grn/Wht – R3
2- Grn/Wht – R3
2- NC
2- Wht/Grn – T3

3- Wht/Brn – T4
3- Wht/Org – T2
3- Wht/Org – T2
3- Wht/Org- T2

4- NC
4- Blu/Wht – R1
4- Blu/Wht – R1
4- Blu/Wht – R1

5- NC
5- Wht/Blu – T1
5- Wht/Blu – T1
5- Wht/Blu – T1

6- Brn/Wht - R4
6- Org/Wht – R2
6- Org/Wht – R2
6- Org/Wht – R2

7- NC
7- Wht/Brn – T4
7- NC
7- Grn/Wht – R3

8- NC
8- Brn/Wht – R4
8- NC
8- Wht/Brn – T4

EIA/TIA 568B, AT&T 258A,WECO
USOC 4-wire 

(in 6 pin)
USOC 6-Wire

(8 pin jack)
USOC, RJ11/RJ25

1- Wht/Grn – T3
1- NC
1- NC
1- Wht/Grn – T3

2- Grn/Wht – R3
2- Wht/Org – T2
2- Wht/Grn – T3
2-  Wht/Org – T2

3- Wht/Brn – T4
3- Blu/Wht – R1
3- Wht/Org – T2
3- Blu/Wht – R1

4- NC
4- Wht/Blu – T1
4- Blu/Wht – R1
4- Wht/Blu – T1

5- NC
5- Org/Wht – R2
5- Wht/Blu – T1
5- Org/Wht – R2

6- Brn/Wht – R4
6- NC
6- Org/Wht – R2
6- Grn/Wht – R3

7- NC

7- Grn/Wht –R3


8- NC

8- NC


Category 5
T568A, ISDN
T568B, AT&T 258A, WECO

1- White/Green – T3
1- White/Orange – R2

2- Green – R3
2- Orange – T2

3- White/Orange – T2
3- White/Green – T3

4- Blue – R1
4- Blue – R1

5- White/Blue – T1
5- White/Blue – T1

6- Orange – R2
6- Green – R3

7- White/Brown – T4
7- White/Brown – T4

8- Brown – R4
8- Brown – R4

Cat5 Cable Pairs Colour Code
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Crossover Patch Cable
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T568B Cross-Over RJ45 Cable Specifications 

� EMBED PBrush  ���








[image: image3.png]


_1005041961

